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           Patents, satellites, and hafnium lead story ranking
            Herein are the top five online stories for the week beginning Sunday, Feb. 25, as ranked by EE Times Europe readers, up to and including Friday, March 2. The ranking is based on the number of reader "views" or "hits" on a particular article. Details... more...

        

        
           Battery Charger IC features NTC thermistor input.
            Housed in 2 x 2 mm DFN package, stand-alone linear Model LTC4095 charges single-cell Li-Ion/Polymer batteries at up to 950 mA without overheating device or its surrounding components. USB-compatible IC offers digital High Power Select and Suspend Mode Input pins in addition to trickle charge, timer termination with C/10 detection, and automatic recharge. Applications include digital still cameras, portable POS and diagnostic equipment, cell phones, and wireless headsets. Details... more...

        

        
           Power Distribution Blocks meet 100 kA short circuit rating.
            Featuring UL 1059 approval, Finger-Safe Power Distribution Blocks (FSPDB) are DIN rail mountable and feature captive termination screws and multiple openings to accommodate range of wire sizes. Products also meet requirements of IEC 529 and provide IP20 grade finger-safe protection. Able to replace multiple configurations of open-style blocks, FSPDBs offer options that let users create multiple-pole units, cover unused wire openings, and identify circuit details. Details... more...
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