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           Ballast ICs deliver system-in-a-package CFL solution.
            Available in Pb-free packages that meet or exceed standard J-STD-020C requirements, Models FAN7710 and FAN7711 feature built-in adaptive ZVS control, 15 V shunt regulator, HVIC, and UVLO function. Suited for CFL designs, Model FAN7710 includes one high-side 625 V gate driver circuit, two 550 V MOSFETs, and frequency control circuit. Model FAN7711 integrates all but 2 MOSFETs offered by Model FAN7710, and suits LFL designs as well as CFL applications. Details... more...

        

        
           Low Dropout Regulator extends battery run-times.
            Available in 3-pin SOT-223 package, 250 mA Model MCP1703 combines quiescent current of 2 &#181;A with input voltage up to 16 V. It includes device- and circuit-protection capabilities such as over-current/over-voltage protection and thermal shutdown. Chip is suited for applications requiring long battery run-times and high tolerance for input-voltage variations, such as smoke detectors, fire alarms, and thermostats. Details... more...

        

        
           Low Dropout Regulator has 0-40 V output voltage range.
            Model LT3080 1.1 A 3-terminal LDO offers paralleling for heat spreading and adjustability with one single resistor. Features include multi-amp linear regulation in surface-mount systems without heat sinks, input voltage capability ranging from 1.2-40 V, full load low dropout voltage of 300 mV, and on-chip trimmed reference with an accuracy of &#177;1%. Available in 0.75 mm, 3x3 mm 8-lead DFN, 8-lead thermally enhanced MSOP, and 3-lead SOT-223 packages. Details... more...
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