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           Power Inductors suit space constrained applications.
            Available in 4 package types with profiles down to 1.0 mm, surface mount HM62 Series is suited for iPods, MP3 players, cell phones, cameras, and PDAs. Inductance values are 1.0-22.0 µH for Model HM62-2610, 1.0-100.0 µH for Model HM62-3014, 1.5-47.0 µH for Model HM62-3015C, and 2.2-220.0 µH for Model HM62-3515. Offered in both shielded and non-shielded packages, all inductors feature operating temperature range of -40 to +85°C. Details... more...

        

        
           LED Power Chip targets general lighting applications.
            Based on EZBright LED platform, EZBright(TM) 700 LED Power Chip achieves typical output of 260 mW at 350 mA and 440 mW at 700 mA. It is suited for auto headlamps, streetlights, camera flash, projection lighting, personal lighting, and indoor and outdoor display applications. Details... more...

        

        
           RF Chipset suits 5.8 GHz cordless phone applications.
            Comprised of ATR2820 SiGe transceiver IC and ATR7040 high-gain power amplifier, fully integrated single-chip 5.8 GHz transceiver can be programmed via 3-wire serial bus to integrate with any cordless telephone baseband or microcontroller. Solution contains low-IF receiver, VCO, PLL, and transmit output with 3 dBm power. Using standard DECT protocol via same base station, data-rate capability (1.152 Mbps) supports up to 6 handsets. Coverage distance is 1,600 ft typ. Details... more...
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