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           Low Dropout Regulator has 0-40 V output voltage range.
            Model LT3080 1.1 A 3-terminal LDO offers paralleling for heat spreading and adjustability with one single resistor. Features include multi-amp linear regulation in surface-mount systems without heat sinks, input voltage capability ranging from 1.2-40 V, full load low dropout voltage of 300 mV, and on-chip trimmed reference with an accuracy of &#177;1%. Available in 0.75 mm, 3x3 mm 8-lead DFN, 8-lead thermally enhanced MSOP, and 3-lead SOT-223 packages. Details... more...

        

        
           PWM Control ICs work with synchronous buck DC/DC converters.
            Used in networking, computing, and communications systems, IR3622MPbF and IR3622AMPbF are dual-channel synchronous buck control ICs intended for use as integrated drivers for medium- to high-current point-of-load buck converters. Products can be configured to single output in current share mode, capable of delivering up to 80 A or 2 independent outputs that run 180&#176; out of phase. While IR3622MPbF targets 12 V single-input applications, IR3622AMPbF supports 5 and 12 V applications. Details... more...

        

        
           PCI Express AWG Boards offer up to 2 GigaSamples of memory.
            Offering synchronous multi-channel capability, UF2e-6030 series PCI Express-based Arbitrary Waveform Generator (AWG) boards come in choice of 1-, 2-, or 4-channel models rated to 125 MS/sec max. Each channel has its own 14-bit DAC to ensure synchronous output and choice of 3 reconstruction filters, giving bandwidths of 25 MHz, 5 MHz, or 500 kHz. No-filter option is also software-selectable, and sampling clock design lets users define their optimum sampling rate. Details... more...
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